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DIGITAL WALL TILES TECHNICAL SPECIFICATION - EN Standard 14411:2016 B 1l , ISO Standard 13006:2012 & 1S 15622 :2017

S.No Test Description Standard Test method EN Standard 14411:2016 | IS0 Standard 13006:2012 IS 15622 :2017 Kajaria Standard
1 | Deviation in length & Width | 1S0 10545-2/ 1S 13630 Part 1 Max. +0.50% Max. + 0.50% Max. = 0.20% Max. = 0.20%
2 | Deviation in Thickness IS0 10545-2 /1S 13630 Part 1 Max. = 10.0% Max. = 10.0% Max. + 5.0% Max. =+ 5.0%
g Devationin Straghtness 150 10545.2,15 13630 Pert 1 Max. + 0.30% Max. + 0.30% Max. = 0.15% Max. + 0.15%
4 | Deviation in Rectangularity | IS0 10545-2 /1S 13630 Part 1 Max. + 0.50% Max. + 0.50% Max. = 0.20% Max. + 0.20%
5 [Sggigﬁg"gggejguwatum] 150 10545-2/ 1S 13630 Part 1 Max. +0.50% -0.30 % Max. +0.50% -0.30 % Max. + 0.30% Max. + 0.30%
B | Warpage IS0 10545-2 /1S 13630 Part 1 Max. + 0.50% Max. + 0.50% Max. = 0.30% Max. + 0.30%

Surface Quality

]

IS0 10545-2 /1S 13630 Part 1

Min 95% free from visible defects

Min 95% free from visible defects

Min 95% free from visible defects

Min 95% free from visible defects

8 | Water Absorption

IS0 10545- 3 /1S 13630 Part 2

Average = 10 %

Average = 10 %

Average = 10 %

Average = 10 %

9 | Moisture Expansion IS0 10545-10/1S 13630 Part 3 Declared Value Test Method Available 0.04 mm/m Max 0.01 mm/m Max

10 | Linear Termal Expansion IS0 10545-8 /1S 13630 Part 4 Declared Value Test Method Available <9X10°6K™1 <9X10°6K™1

11 | Thermal Shock Resistance | 150 10545-9/ 1S 13630 Part 5 10 Cycle Min Test Method Available 10 Cycle Min 10 Cycle Min

12 | Breaking Strength 1S0 10545-4/1S 13630 Part 6 > 600N > 600N > 600N > 700N

13 | Modulus of Rupture IS0 10545-4 /1S 13630 Part 6 = 12 N/mm? > 12 N/mm2 = 12 N/mm? = 18 N/mm?

14 | Resistance to Chemical IS0 10545- 13 /IS 13630 Part 8 Min Class A Min Class GB Min Class AA Min Class AA

15 | Resistance to stain IS0 10545-14 /1S 13630 Part 8 Min Class 3 Min Class 3 Min Class 1 Min Class 1

16 | Crazing Resistance IS0 10545-11/1S 13630 Part 9 Required Required Min. 4 cycles @ 7.5 bar Min. 4 cycles @ 7.5 bar
17 gﬁﬂ:gznf\gr?sion IS0 10545-7 /1S 13630 Part 11 | Abrasion Class And cycle passed |Report Abrasion Class And cycle passed | Manufacture to State Classification Min Class - Il

M | s IS 13630 Part 13 NA NA Min 3 Min 3

19 | Impact Resistance(COR) IS0 10545-5 /1S 13630 Part 14 Declared Value Test Method Available 0.55 Min 0.68 Min

20 | Frost Resistance 1S0 10545-12/ 1S 13630 Part 10 Declared Value Test Method Available NA 100 Cycle Passed

21 | Lead and Cadmium Release IS0 10545-15 Declared Value Test Method Available NA Cd- <1 ppm, Pb - 48 ppm



